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MSHP-320-CC

Stir Mix HP 320-CC Hotplate Magnetic Stirrer

Overview

Stir Mix HP 320-CC is a high performance hot plate 
magnetic stirrer with ceramic coated stainless steel top. It 
has a variable speed setting from 200 to 2200 RPM in 
steps of 10 RPM and temperature setting from ambient 
to 320˚C.

Specifications

Features

•  Variable speed ranging from 200 to 2200 RPM in steps of
    10 RPM 
•  Heater temperature setting from ambient to 320˚C
•  Ceramic Coated platform 
•  Max stirring capacity of 10 liters
•  Long timer range from 1 to 999 minutes & infinite mode

Speed Range

Capacity

Set up plate material

Set up plate dimensions

Heater Temperature

Run Time 

Weight 

Protection Class

Dimensions (WxDxH) in mm 

200-2200 RPM in steps of 10 RPM

10 liters

Ceramic coated SS

140mm

Ambient to 320˚C

1-999 minutes & infinite mode

1.4kg

IP21

156 x 248 x 104 mm

Ordering Information

MSHP-320-CC

MSHP-320-CC-1

MSHP-320-CC-1

Stir Mix HP 320-CC Hotplate Magnetic Stirrer with ceramic coated 
SS top - Max stirring capacity of 10 liters, UK plug, 230V

Stand boss head for temperature sensor for MSHP-320-CC

Temperature sensor for MSHP-320-CC
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